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INTEGRATED EGR VALVES

Figure 2

Vacuum
Port

EGR Valve Pintle

Position
Sensor

Position
Sensor
Pintle

Pintle
Shaft

Filter
Cover

Filter

Large
Diaphragm

Five pin
Electrical
Connector

From Throttle Body
(Ported Vacuum)

Diaphragm

To Intake

Pintle
Position
Sensor

Figure 1

Regulated Air Bleed

Electronic
Regulator

123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789
123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789
123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789
123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789
123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789
123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789
123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789
123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789
123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789
123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789
123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789
123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789
123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789
123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789
123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789
123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789
123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789
123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789
123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789
123456789012345678901234567890121234567890123456789012345678901212345678901234567890123456789

TomcoTechtips



Fixed Voltage Signal
moves Solenoid

To Intake

B
D
A

E
C

IGN

PNK/BLK 39 EGR Harness
Conn. End View

Figure 3

Pintle Position Signal

Ground
5 volts

From Throttle Body
(Ported Vacuum)

Diaphragm Position
Sensor

Vent
Filter

Elect.
Reg.

D
A
C
B
E

PWM Signal

PNK/BLK 911

GRY/RED 474

BLK/WHT 450

GRY 435

EGR Control Driver

PCM

Regulated Air Bleed



Testing the Position Sensor

Testing the EVR
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